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With You

MULTI’PULSE DC pumpMULTI’PULSE DC pump

RELIABLE AND EFFECTIVE 
CENTRALISED LUBRICATION, 

ENSURING A LONG SERVICE LIFE FOR YOUR
MOBILE AND STATIC MACHINERY

COMPLETE & EFFECTIVE:
• Ready-to-install. The precision available from

the MULTI’PULSE pump provides the flexibility
you require

POWERFUL:
• Strong flow with a pressure up to 280 bars

RELIABLE & SAFE:
• Electronic control and protection 

leave you free to relax
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Contact your distributor

NTN-SNR ROULEMENTS - Rue des Usines - 74000 Annecy - FRANCE - RCS ANNECY B 325 821 072 – Code APE 2815 Z – Code NACE 28.15

www.ntn-snr.com

TECHNICAL DATA
Compatible lubricant Mineral oil or grease

Lubricant characteristics Min. oil viscosity: 40 cSt
NLGI grade 2 max. grease

Operating temperature - 35°C to + 70°C (-31°F to + 158°F)
Level of protection IP65

Continuous sound level <70 dB (A)

Voltage 12 V 24 V

Nominal current off load 0.8 A 0.4 A

Nominal current on load 2.2 A 1.1 A

Pump flow 0.12 cm3 / rev

Speed (rpm) 15

Maximum pressure 280 bars (3830 psi)

Tank capacity 4 kg (8.83 lb)

Tank position Vertical

Camshaft direction of rotation Anti-clockwise

Programming of cycle 0 to 16 minutes

Programming of downtime 30 minutes to 8 hours

Weight 6 kg (13.2 lb)

DIMENSIONS

Relief 
value set 
to 280 bars

Tube Φ 6

> MULTI’PULSE DC pump

Output
Tube

Connecting cable, 
length 10 m
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