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With You

AIR’PULSE pumpAIR’PULSE pump

PEACE OF MIND WITH EFFICIENT
AND RELIABLE CENTRALISED 

LUBRICATION,  
ENSURES A LONG SERVICE LIFE 

FOR YOUR SPINDLES 

A LOW-COST AND 
ENVIRONMENTALLY-
FRIENDLY SOLUTION:
• Reduce the amount of oil injected 

RELIABLE:
• Integrated controller

READY-TO-USE:
• This complete kit is quick and easy to use
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Contact your distributor

TECHNICAL DATA
Voltage 24 V DC or 110 V AC

Frequency 50 Hz (60 Hz on request)

Power input 10 W

Allowable air pressure 5 to 8 bar

Number of outgoing lines ready for use 1 to 8

Operating temperature - 5°C to + 55°C (+ 23°F to + 131°F)

Standard volume settings 7 – 15 – 30 mm3

Level of protection IP 44

Usable lubricants Mineral oil

Viscosity 32 to 220 cSt

Tank capacity 1 litre (0,22 gal GB)

Length of hose at each outgoing line 2 metres

Alarm display available as output With relay, max. 250 V1 A (N.O. / N.C.)

DIMENSIONS

> AIR’PULSE pump

Number of 
outgoing lines

Height  (A)
mm (inches)

Width (B) 
mm (inches)

Depth (C) 
mm (inches)

1 331 (13.03)

270 (10.62) 125 (4.92)

2 359 (14.13)

3 387 (15.23)

4 415 (16.33)

5 448 (17.43)

6 471 (18.53)

7 499 (19.63)

8 527 (20.73)

D
O

C
.I_

P
U

M
PA

IR
_A

R
G

1.
G

B
a
- 
N
TN

-S
N
R
 C
op

yr
ig
ht
 In
te
rn
at
io
na
l 1
2/
20
10
 -
 C
on

ce
p
tio
n 
: N

TN
-S
N
R
 -
 A
ub

in
 -
 P
ho

to
s 
: P

ed
ro
 S
tu
d
io
 P
ho

to
 -
 C
od

e 
S
A
P
 2
59
52
5

NTN-SNR ROULEMENTS - Rue des Usines - 74000 Annecy - FRANCE - RCS ANNECY B 325 821 072 – Code APE 2815 Z – Code NACE 28.15

www.ntn-snr.com

AIR PULSE_GBa:Flyer Graisse 210x297  24/02/11  15:01  Page2


