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With You

MULTI’PULSE AC pumpMULTI’PULSE AC pump

RELIABLE AND EFFECTIVE 
CENTRALISED LUBRICATION,

ENSURING A LONG SERVICE LIFE FOR YOUR UNITS

COMPLETE & EFFECTIVE:
• Ready-to-install. The precision of the

MULTI’PULSE pump provides the flexibility 
you require

POWERFUL:
• Strong flow with a pressure up to 280 bars

RELIABLE & SAFE:
• Electronic monitoring come 

standard, giving you peace of mind
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Contact your distributor

NTN-SNR ROULEMENTS - Rue des Usines - 74000 Annecy - FRANCE - RCS ANNECY B 325 821 072 – Code APE 2815 Z – Code NACE 28.15
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CONNECTION PLATE

DIMENSIONS

TECHNICAL DATA
Voltage/ frequency 110 / 230 V / 50 Hz

Power 46 VA

Max. pressure 280 bar (4060 psi)

Pump flowrate 2,8 cm3 / minute

RPM 20

Temperature range - 25°C  to + 80°C  (-13°F  to + 176°F)

Type of control External control using a programmable logic controller

Protection IP65

Compatible lubricants NLGI grade 2 max. grease

Tank capacity 5 kg (11lb)

Connection plate (supply and level) 1 female plug & 1 male plug supplied

Tank position Vertical

380
[14,98]
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