
IN’PULSE pump

PEACE OF MIND WITH EFFICIENT AND 
RELIABLE CENTRALISED LUBRICATION 
THE SYSTEM THAT YOUR MAINTENANCE 

TEAM DREAMS OF

PUMP COMES COMPLETE WITH:  
• Low level sensor, pressure 
switch and gauge

EFFECTIVE:
• Up to 180 cm3 / minute up to 30 bars

RELIABLE & FLEXIBLE:
• Precision control and monitoring 
provided by the internal PLC or 
your local PLC (as required)

IN’PULSE pump

www.ntn-snr.com    
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Contact your distributor

TECHNICAL DATA
Compatible lubricant Mineral oil

Viscosity at operating temperature from 68 to 320 cSt (320 to 1480 SUS)

Storage temperature - 20°C to + 60°C (- 4°F to + 140°F)

Operating temperature & humidity + 5°C to + 60°C (+ 41°F to + 140°F) 
at 90% humidity max.

Level of protection IP55

Continuous sound level < 70 dB (A)

Voltage / Frequency 110 V / 50 Hz 230 V / 50 Hz

Power absorbed 162 W 150 W

Nominal current 1,48 A 0.69 A

Pump flowrate 180 cm3/min 
(10.98 cu.in)

180 cm3/min 
(10.98 cu.in)

Rpm  2900 2900

Maximum pressure 30 bars (411 psi)

Tank capacity 3 litres (0,66 gal GB)

By-pass calibration 25 bars (367.5 psi)

Pressure switch calibration 18 bars (264.6 psi)

Cycle duration 10 to 120 seconds

Pause time 1 to 60 minutes

Weight 4 kg (8.8 lb)

Available functions & Interfaces

Cycle control (lubrication & pause)
provided by an external timer and/or 

impulse meter. Display and programming screen.
Oil level control. 

Quick connector (1/4 x 6 mm) as output

DIMENSIONS

> IN’PULSE pump
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